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HOW DOES IT WORK?
Unlike an electric blanket which uses electric
coils to create heat, the Biomat uses a
combination of fabrics and Amethyst stones to
generate far infrared rays which is then
transferred to the body as heat. The heat comes
from friction generated within the body through
the effects of far infrared rays. Far infrared rays
warm the inside of your body and the part of
your body making contact with the Biomat.
Should the temperature of any part of the
Biomat exceed the set temperature, the thermal
sensors distributed throughout the Biomat will
cut off the electric current. When the Biomat
reaches the selected temperature, the negative
ion lights will come on and will stay on until the
Biomat needs to raise the temperature. The
Biomat comes with an external control box
which allows you to adjust the desired
temperature and usage time (between 2, 4, 8,
or 12 hours). As an added safety feature, when
the controller is set to 131°F or higher, 
it will automatically 
step down to 
113°F after 
4 hours.

SPECIFICATIONS
Far Infrared Rays - The combination of
natural Amethyst and Hyron cotton layer
generates far infrared rays (6-12 Microns)
that the human body can easily absorb.
Negative Ions - Natural Tourmaline and the
TOCA™ (Tourmaline) layer generates
negative ions. 
EMF - Special layers of fabric in conjunction
with the Biomat EMF Interceptor effectively
reduces electromagnetic waves.

BENEFITS
Temporary relief of:
- Minor muscle pain 
- Minor joint pain and stiffness
- Joint pain associated with arthritis
- Muscle spasms / Minor sprains
- Minor strains / Minor muscular back pain
Relaxation of muscles
Temporary increase of local circulation

Surface material: Silicon urethane with cotton
Waterproof layer
Amethyst layer for transferring natural infrared rays
Hyron cotton layer for thermal insulation
TOCA layer for natural negative ions
Nano Copper fabric layer
Peach and Grape Seed fiber layer for heat preservation
Carbon fiber layer for electromagnetic interception
Copper fabric layer for electromagnetic interception
Fiberglass layer
Thermal preservation layer
Silicon and Teflon reverse currency heating layer with EMF interception
Nonwoven fabric layer
Aluminum layer for reflection of infrared rays
Nonwoven fabric layer for heat preservation
Thermal protection layer
Bottom material: High quality cotton with brass pattern
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WARNING: Use carefully. May cause serious burns. Do not use over sensitive skin areas or in the presence of poor circulation. The unatte nded use of the Biomat by children or
incapacitated persons may be dangerous.

Speci�c medical advice should be obtained from a licensed health care practitioner.

All Biomat products have been tested
by TÜV SÜD for Electromagnetic Fields
and were found to be in compliance with
IEC 62233 (ed.1) and EN 62233:2008.
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